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Product Specification Sheet

Product Specification

Technical Details
Manufactured in the UK from Polyethylene

1250mm High, outer diameter 285mm – max UK 
Manufacture internal diameter 210mm

High density impact cores – water and rot proofed

Suits standard sign posts (see product specification)

Product Features
A 2-piece clamshell design – easy to install

The tough Polyethylene cover provides colour, 	
visibility & a maintenance-free housing

Seen by domestic vehicle drivers in all weathers

Can be used ‘Double Stacked’ at 2500mm high 	
to suit HGV cab level visibility

A 2 piece clam-shell designed Sign Post 
Protector with high density foam impact cores. 
Manufactured from tough Polyethylene with 
high density foam absorbing impact core. 
Available in 5 colour options with 3 no. 
diamond grade reflective bands for night time 
visibility. 

Each protector can be simply raised up to gain 
access to the security hatch for maintenance 
access.

Lamp Post WRAP 
Protector

Material Polyethylene

Recycling group PE/4

Impact absorption Closed Cell Foam Inserts

Reflectors 3 no. Diamond Grade Bands - Silver

Height 1250mm

Outside diameter 280mm

Lamp post

Will suit lamp and sign posts from 50mm 
dia to 220mm dia. Typical lamp posts 
sizes are; 76/140mm dia 89/169mm 
dia, 114/193mm dia, 140/219mm dia 
(shown as 76/140 lamp post specifica-
tion)

BS-SPW-1250-YS (Yellow & Silver)   BS-SPW-1250-RW (Red & White) 
BS-SPW-1250-BY (Black & Yellow)   BS-SPW-1250-BW (Black & White) 

BS-SPW-1250-GW (Green & White)


